
ERW Low Alloy Q345 Q355 Q355B Welded Steel
Pipes

Basic Information

China

Zhengshen

ISO, GOST,CE

1 T

Negotiable

5-15 days

T/T, LC

Product Specification

Q355B Welded Steel Pipes, 
ERW Welded Steel Pipes, 
Q345 Welded Steel Pipes
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Product Description

ERW Low Alloy Q345 Q355 Q355B Welded Steel Pipes
 
Feature:
 
Length: 12M, 6m, 6.4M, 5.8m length pipe, 6m instock ( 1.5-8m customized)
Wall Thickness: 1.0 --10 mm
Outside Diameter: 2.1-60mm
Grade: Q195 Q235 Q355 iron steel materials
Size: 1/2"" - 8"" ( 21.3 - 219.1mm )

for m
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Place of Origin:

Brand Name:

Certification:

Minimum Order Quantity:

Price:

Delivery Time:

Payment Terms:

Highlight:

Chongqing Zhengshen Stainless Steel Products Co.,Ltd.
pipesteels.com
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Pipe Ends: plain, bevel, threaded or grooved
Surface Treatment: Galvanized or oiled, painted or anti-rust oiled
Delivery Time: 7-14 days
Payment: T/T
 
Welded steel pipe, also known as welded pipe, is a steel pipe made of steel plate or strip steel after crimping and welding, and the length is
generally 6 meters. The production process of welded steel pipes is simple, the production efficiency is high, and there are many varieties and
specifications.
 
 
Specification:
 
 
Place of Origin: Shandong, China Brand Name: Zhengshen
Application: industry building Alloy Or Not: Non-Alloy
Section Shape: Round Special Pipe: Other
Outer Diameter: 2.1 - 60 mm Standard: EN, BS, JIS, etc

Length:
6m, 6.4M,
customized, 6m or
customized

Certificate: ISO9001

Technique: ERW Grade: Q195 Q235 Q235B Q355B
Surface
Treatment: Cold Rolled Tolerance: ±1%

Processing
Service:

Bending, Welding,
Decoiling,
Punching, Cutting

Oiled or Non-
oiled: Non-oiled

Invoicing: by theoretical
weight Delivery Time: 15-21 days

Product name: Welded Steel Pipe Size(round pipe): 9.5-219 mm or customized

Size (oval pipe): 30*15,80*40 mm
or customized

Size (square
pipe):

Size (square pipe): 10*10-150*100
mm or customized

Thickness: 0.24-3 mm Outer diameter: 8-219mm

Material:
Carbon Steel
(Q195, Q235,
Q345)

Pipe Ends: plain, bevel, threaded or grooved
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