
10#-45#, 16Mn, A53-A369, Q19 Welded Square Steel
Pipe

Basic Information

China

Zhengshen

ISO, GOST,CE

1 T

Negotiable

5-15 days

T/T, LC

Product Specification

16Mn Welded Square Steel Pipe

More Images

Product Description

10#-45#, 16Mn, A53-A369, Q19 Welded Square Steel Pipe
 
Feature:
 
Standard: ASTM, DIN, GB, JIS, ASTM A513-2007, DIN EN 10208-1-1998, DIN EN 10216-1-2004, GB/T 3094-2000, JIS
G3465-2006, JIS G3466
Grade: 10#-45#, 16Mn, A53-A369, Q19
Secondary Or Not: Non-secondary
Technique: Cold Rolled
SurfaceTreatment: oil,paint
Special Pipe: Thick Wall Pipe
Yield Strength: 360-380Mpa
Tensile Strength: 560-580Mpa
Impact Value: V-notch
 
Specification:
 
 
Place of Origin: Shandong, China Brand Name: ZHENG SHEN
Oiled or Non-oiled: Non-oiled Invoicing: by theoretical weight
Application: Structure Pipe Alloy Or Not: Non-Alloy
Delivery Time: 14 days Product name: Rectangular Steel Pipe
Section Shape: rectangular Special Pipe: Thick Wall Pipe

for m
ore products please visit us on pipesteels.com

Place of Origin:

Brand Name:

Certification:

Minimum Order Quantity:

Price:

Delivery Time:

Payment Terms:

Highlight:

Chongqing Zhengshen Stainless Steel Products Co.,Ltd.
pipesteels.com

O
ur Product Introduction

O
ur Product Introduction



Type: Welded ERW Material: Q235
Thickness: 1.5 - 20 mm Standard: ASTM
Surface: Black Painted Keyword: Galvanzied Steel Pipe

Length: 12M, 6m, 6.4M,
Customizable, 1-12m Certificate: ISO9001

Shape: Square Rectangular
Pipe Tube Usage: Construction Structure

Grade: Carbon Steel Grade B Surface
Treatment: galvanized, zinc coated 30um

MOQ: 1 Ton End protector: Plastic Caps

Tolerance: ±10% Processing
Service: Welding, Punching, Cutting
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